
1. Sizing: See adjacent table to size the drywell(s) based on impervious area.
2. Siting Criteria: The base of the drywell must be at least 5 feet above seasonal

high groundwater.
3. Setbacks: Measured from drywell center: 10 feet from building foundations; 5 feet

from property lines; zero setback from public right-of-way where approved; 10 feet from center
of an adjacent drywell. The foundation setback for mini drywells is 8 feet.

4. Piping: Outside the facility must conform with Oregon Plumbing Specialty Code
(OPSC).

5. Drain rock: Use 34 - 2.5 inch washed drain rock.
6. Access: In residential settings, an access cleanout is optional but highly

recommended.
7. Silt Trap: A silt trap is required for roof runoff except from single family roofs. (A silt trap is

recommended in all circumstances to extend the life of the drywell.) Silt traps must be 30 gallon
basins or larger, made of polyethylene structural foam or a stronger material. Use a Jackel™
brand sewer basin with cover or equivalent. For pretreatment requirements for other surfaces,
see SWMM Chapter 3 and the DEQ UIC program website.

8. The top of the perforated drywell sections must be lower than neighboring foundations.
9. See SWMM Chapter 3 for guidance.
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INSPECTION INFORMATION
SCHEDULE INSPECTION (IVR): 503-823-7000, CODE #487. 1 INSPECTION REQUIRED PRIOR TO COVERING DRYWELL.

· Inspection #1:  Location, size, depth, rock.
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