
PERVIOUS CONCRETE AND POROUS ASPHALT SYSTEMS

PERMEABLE CONCRETE PAVER SYSTEMS

PAVERS WITH (1/2" - 1" MAX) OPEN
SURFACE SPACES

RESIDENTIAL
DRIVEWAY OR
PEDESTRIAN

ONLY

CONCRETE

ASPHALT

PAVERS

COMPACTION
REQ'D

4"

2 12"

Varies

NO

REQUIRED TOP LIFT DEPTH

SUBGRADE.  PROTECT
FROM COMPACTION

6" OPEN-GRADED BASE
MATERIAL, 3/4"-2" OR NO. 57
ROCK, CRUSHED AND WASHED
OR PER MANUFACTURER'S
SPECIFICATION.

OPEN-GRADED
PAVEMENT MIX
(TOPLIFT)

SUBGRADE.  PROTECT
FROM COMPACTION

6" OPEN-GRADED BASE
MATERIAL, 3/4"-2" OR NO. 57
ROCK, CRUSHED AND WASHED
OR PER MANUFACTURER'S
SPECIFICATION.

BASE MATERIAL PER
MANUFACTURER'S
SPECIFICATIONS

Simplified Approach is applicable
only for residential driveways and
pedestrian-only areas.

INSPECTION INFORMATION
SCHEDULE INSPECTION (IVR): 503-823-7000, CODE #487. 2 INSPECTIONS REQUIRED.
· Inspection #1:  Coverage, base and subgrade materials.
· Inspection #2:  Final suface.
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STORMWATER MANAGEMENT
TYPICAL DETAILS FOR
PRIVATE PROPERTY
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