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1. Setbacks: 10 feet from edge of facility to building foundations; 5 feet to property lines; zero setback from public right-of-way where approved.

2. Overflow: A rain garden must include an overflow route that safely directs runoff to a disposal point in heavy rainfall. Overflow routes must drain away from
building foundations and adjacent properties. Overflow routes must be planted or covered with rock to limit erosion.

3. Amended Soil: Amend native soil with 3 inches of yard debris compost, blend to a depth of 12 inches.

4. Plants: Minimum container size is 1 gallon. In inundated areas (Zone A), install 80 herbaceous plants or 72 herbaceous plants and 4 small shrubs per 100 sf. In
drier upland areas above the rim of the overflow (Zone B), install 7 large or small shrubs and 70 groundcover plants. If project area is over 200 sf consider
installing a tree.

5. Entrance Erosion Control: Install riprap at stormwater entrances to reduce erosive power of incoming water.

6. Mulch (Optional): The surface can be mulched with 2 inches of dark (aged) medium hemlock mulch.

7. See SWMM Chapter 3 for guidance.

INSPECTION INFORMATION
SCHEDULE INSPECTION (IVR): 503-823-7000, CODE #487. 2 INSPECTIONS REQUIRED.

. Inspection #1: Location, size, depth
. Inspection #2: Soil, plants, elevations, inlet protection
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STORMWATER MANAGEMENT
TYPICAL DETAILS FOR RAIN GARDEN SW-112
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