PARAPET FLASHING ECOROOF WITH DRAINAGE LAYER
MULCH (OPTIONAL)

DROUGHT TOLERANT VEGETATION

STRUCTURAL ROOF DECK

GROWING MEDIUM 4" MIN. DEPTH AFTER SETTLING

DRAINAGE LAYER
ROOT BARRIER (IF NEEDED)
WATERPROOF MEMBRANE

PARAPET FLASHING

MULCH (OPTIONAL) ECOROOF WITH DRAINAGE CHANNELS

‘ DROUGHT TOLERANT VEGETATION

STRUCTURAL ROOF DECK

GROWING MEDIUM 4" MIN. DEPTH AFTER SETTLING

ROOT BARRIER (IF NEEDED)
WATERPROOF MEMBRANE

NOTE: Building elements such as glass and lighting near ecoroofs can increase bird-srike mortality. Glass treatments may be required.
See City code 33.510.223 and the Resource Guide for Bird-Friendly Building Design:
https://www.portland.gov/sites/default/files/2020-02/bfbg-portland-final-7-2012-low-res.pdf

GRAVEL BALLAST
(OPTIONAL)

DRAIN

DRAIN

ROCK DRAINAGE
CHANNEL TO DRAIN

INSPECTION INFORMATION

SCHEDULE INSPECTION (IVR): 503-823-7000, CODE #487. 2 INSPECTIONS REQUIRED.
o Inspection #1: Coverage, liner/waterproofing.
o Inspection #2: Ballast, soil, plants.

- DRAWING NOT TO SCALE -

STORMWATER MANAGEMENT
TYPICAL DETAILS FOR ECOROOF
PRIVATE PROPERTY

Bureau of Environmental Services
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