
1. Entrance Erosion Control: Install riprap to dissipate
the energy of incoming water at entrances and ends
of downspout extensions.

2. Materials: Check dams can be constructed of other
resistant materials such as cedar and juniper. Treated
lumber is not acceptable.

12" OF 2" - 4"
BALLAST

AGGREGATE

24"
12" OF 1/4"-NO. 10
ANGULAR AGGREGATE

4" PVC SLEEVE

0%0%

CHECK DAM NOTCH.  SEE
NOTE 2

CHECK DAM NOTCH.  SEE
NOTE 2

TOP OF
AGGREGATE

TOP OF BLENDED
SOIL

WEEP HOLE,
TYP.

ENTRANCE EROSION
CONTROL

A

A

B

B

FLOW

CROSS SECTION A

CROSS SECTION B

PLAN
A

A

BLENDED
SOIL

EXISTING
SUBGRADE

PLANTER
WALL

CONCRETE
CHECK DAM

FL
O

W

DRAIN
LAYER

PLANTER
CHECK DAM

PRESUMPTIVE AND PERFORMANCE DESIGN APPROACHSW-209
- DRAWING NOT TO SCALE -

STORMWATER MANAGEMENT
TYPICAL DETAILS FOR
PRIVATE PROPERTY

12/10/24




