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1. Siting Criteria: The base of the soakage trench must be at least 5 feet SECTION
a.b(')ve seasonal. high groundwater. LINE TRENCH SIDES AND ENDS
2. Sizing: Per design. WITH FILTER FABRIC AS SHOWN.
3. Setbacks: 10 feet from edge of facility to building foundations; 5 feet to ADD 18" OF DRAIN ROCK. PLACE
. - PERF PIPE, THEN FOLD FILTER
property lines; zero setback from public right-of-way where approved. FABRIC TO COVER PERF PIPE
4. Silt Trap: Assilt trap is required for all roof runoff except for single-family AND DRAIN ROCK.
roofs. Roof silt traps must be at least a 30 gallon basin, made of
polyethylene structural foam or a stronger material. Use a Jackel™ brand
sewer basin with cover or equivalent. If a piped overflow connection is l S
required, a silt trap is required in all cases as a junction box for the 12" MIN. A g f
overflow. For pretreatment requirements for other surfaces, see SWMM — 5 2'-10" .U
Table 5.5 and the DEQ UIC program website. 16 ‘ n-l
5. Piping: Outside the facility must conform with Oregon Plumbing Specialty ' \ m
Code (OPSC) PER L GREEN TRACER
. 34212 DESIGN LINE ON PIPE ‘n
6. The top of the soakage trench must be lower than nearby foundations. WASHED DRAIN ROCK REPORT
11.  See SWMM Chapter 5 for guidance. O
INSPECTION INFORMATION CZ)
Call BDS IVR Inspection Line, (503) 823-7000. Request 487. 1 inspection required prior to covering the soakage trench. m
o Inspection #1: Location, size, depth, rock.
O
m
©®
D)
=
- DRAWING NOT TO SCALE - >
%
STORMWATER MANAGEMENT SOAKAGE By
TYPICAL DETAILS FOR SW_Z 'I 'I &3
: PRIVATE PROPERTY TRENCH Q
Bureau of Environmental Services .






