
6"

SLOTTED UNDERDRAIN. RUN
UNDERDRAIN 1/4 OF FACILITY
LENGTH.  MATCH FACILITY
GRADE

PONDING
DEPTH

FACILITY WITH UNDERDRAIN
LONGITUDINAL SECTION A-A

TO APPROVED
DISCHARGE POINT

BEEHIVE INTENDED ONLY AS AN EXAMPLE.
OVERFLOW AND ACCESSIBLE ORIFICE TO BE
DESIGNATED BY DESIGNER.  SEE SW-903 FOR
EXAMPLES.

12" TYP.
24" TYP.

BLENDED
SOIL

1/4" - NO.10 WASHED
ANGULAR AGGREGATE.
MOUNDED OVER PIPE.

A A

EXTENTS OF 1/4-NO.10
ANGULAR AGGREGATE
MOUNDING EXTEND 6" BEYOND

FACILITY WITH UNDERDRAIN
PLAN VIEW

2.5' - 3.0'

TO APPROVED DISCHARGE
POINT

1% MIN. SLOPE

1% MIN.
SLOPE

BEEHIVE INTENDED ONLY AS AN EXAMPLE.
OVERFLOW AND ACCESSIBLE ORIFICE TO BE
DESIGNATED BY DESIGNER.

10"

FREEBOARD

 UNLINED FACILITY,
STANDARD UNDERDRAIN
WITH BEEHIVE OVERFLOW

SW-213

PRESUMPTIVE AND PERFORMANCE DESIGN APPROACH

- DRAWING NOT TO SCALE -

STORMWATER MANAGEMENT
TYPICAL DETAILS FOR
PRIVATE PROPERTY
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