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DESIGNER INFORMATION:
1. USE THIS DETAIL FOR FACILITIES WITH  >2" PER HOUR NATIVE

INFILTRATION RATE WHEN THE PAC REQUIRES ROCK.

2. MAKE CHECK DAM NOTCH (CDN) ELEVATION THE LOWEST OF
THE FOLLOWING: 2" BELOW LOWEST TOP OF CURB (TOC), 2"
BELOW LOWEST SIDEWALK ELEVATION AT PLANTER WALL
NOTCH, OR EQUAL TO THE UPSTREAM BOTTOM OF INLET (BI).
IF IT DOES NOT MEET THESE CRITERIA CONTACT INSPECTOR
FOR DIRECTION.

3. ENSURE THAT THE CHECK DAM ELEVATIONS DO NOT CAUSE
STORMWATER TO OVERFLOW TO SIDEWALK, OR BACK WATER
INTO THE STREET.

4. A CURTAIN LINER MAY BE REQUIRED ON THE STREET SIDE OR
SIDEWALK DEPENDING ON CONDITIONS. ATTACH LINER PER
CITY OF PORTLAND STANDARD DETAIL P-340.

5. LOCATE SIDEWALK DRAINAGE NOTCHES IMMEDIATELY
DOWNSTREAM OF CONCRETE CHECK DAMS TO MINIMIZE
DROP FROM SIDEWALK TO FACILITY SOIL PER CITY OF
PORTLAND STANDARD DETAIL P-307.

6. INLETS SHOULD BE LOCATED DOWNSTREAM OF CHECK DAMS
WITH A MAXIMUM SPACING OF ONE CELL WITHOUT AN INLET
IN SERIES.

Effective Date:

CITY OF PORTLAND, OREGON
Bureau of Environmental Services
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SW-310

DISCLAIMER:
THE SELECTION AND USE OF DETAILS IN THIS MANUAL REQUIRE
SITE SPECIFIC DESIGN CONSIDERATIONS IN ACCORDANCE WITH
GENERALLY ACCEPTED ENGINEERING PRINCIPLES AND PRACTICES.
DETAILS HEREIN MAY BE MODIFIED TO MEET SITE SPECIFIC NEEDS.
ALL DETAILS PRESENTED IN THIS MANUAL, OR MODIFIED FROM THIS
MANUAL, MUST BE INCLUDED IN PLAN SETS WITH APPROPRIATE
REFERENCES. DESIGNS, INCLUDING THE USE OF THESE DETAILS, ARE
THE SOLE RESPONSIBILITY OF THE USER.




