
A A

EXTENTS OF 1/4-NO.10
ANGULAR AGGREGATE
MOUNDING

PLAN

2'-6" MIN.
MAX. TO BE

DETERMINED BY PAC

EXTEND 6" BEYOND PVC CAP

OUTLET PIPE TO
APPROVED DISCHARGE

POINT. SIZE AS
SPECIFIED IN

ENGINEERED DESIGN
(6" MIN.)

4" SCH. 40 SLOTTED PVC COLLECTION
PIPE, RUN 14 LENGTH OF FACILITY,
MATCH FACILITY GRADE

SCH. 40 PVC WYE, SIZED
FOR DISCHARGE PIPE
AND 6" CLEANOUT

1/4-NO.10 ANGULAR AGGREGATE.
MOUND OVER PIPE AND EXTEND 6"
BEYOND CAP

6"

PVC CAP

INCREASER/REDUCER SIZE AS
REQUIRED FOR DISCHARGE

PONDING
DEPTH

SECTION A-A

6" SCH. 40 PVC 45° BEND

6" SCH. 40 PVC

4"

4"
HDPE LINER,
AS SPECIFIED

THREADED PVC PLUG,
FLUSH WITH FACILITY
GRADE (SEE NOTE 3)

DESIGNER INFORMATION:

1. EXAMPLE SHOWN IS FOR A LINED FACILITY.
MODIFY DETAIL FOR UNLINED FACILITIES.

2. FOR FACILITIES WHERE AN INTERNAL
OVERFLOW POINT (E.G. BEEHIVE) IS NOT
REQUIRED. THE UNDERDRAIN MAY BE
RECESSED BENEATH THE BOTTOM OF FACILITY
PER SW-315 TO BETTER SUPPORT PLANTS.

3. CLEANOUT COVER MAY BE REQUIRED AT THE
DESIGNER'S DIRECTION. REFER TO CITY OF
PORTLAND STANDARD DETAIL P-261
"SANITARY CLEANOUT FRAME AND COVER -
LANDSCAPE."

Effective Date:

CITY OF PORTLAND, OREGON
Bureau of Environmental Services

SWMM Reference Detail Title

SWMM Ref. Det. No.

2025 STORMWATER
MANAGEMENT MANUAL

UNDERDRAIN WITH CLEANOUT

03-01-2025

SW-318

DISCLAIMER:
THE SELECTION AND USE OF DETAILS IN THIS
MANUAL REQUIRE SITE SPECIFIC DESIGN
CONSIDERATIONS IN ACCORDANCE WITH
GENERALLY ACCEPTED ENGINEERING PRINCIPLES
AND PRACTICES. DETAILS HEREIN MAY BE MODIFIED
TO MEET SITE SPECIFIC NEEDS. ALL DETAILS
PRESENTED IN THIS MANUAL, OR MODIFIED FROM
THIS MANUAL, MUST BE INCLUDED IN PLAN SETS
WITH APPROPRIATE REFERENCES. DESIGNS,
INCLUDING THE USE OF THESE DETAILS, ARE THE
SOLE RESPONSIBILITY OF THE USER.




