EXISTING RIM JOIST OR
BLOCKING OR NEW D.F. #2
BLOCKING WITH 8d TOE
NAILS AT 6 INCHES 0O.C.
TO TOP PLATE

3/8 INCH MINIMUM

—— EXISTING STUD WALL

FLOORING OVER SUBFLOOR

EDGE DISTANCE (TYP.)7]

8d COMMON NAILS
AT 4" ON CENTER

NEW 15/32 INCH 5 PLY PLYWOQD
OR ORIENTED STRAND BOARD SHEATHING

8d COMMON NAILS AT 4 INCH
ON CENTER ALL EDGES AND 12 INCH
ON CENTER EACH INTERMEDIATE STUD

PROVIDE A WEATHER—RESISTIVE
BARRIER TO PROTECT THE SHEATHING.
EXTERIOR LATH FOR CEMENT PLASTER
REQUIRES TWO LAYERS OF GRADE D
PAPER OVER THE SHEATHING.

1/2 FLOOR JOIST DEPTH

<

TOP SINGLE PLATE

CRIPPLE STUD WALL

CONCRETE STEM WALL
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. MAINTAIN THE MINIMUM CONCRETE
EDGE DISTANCE REQUIRED
BY THE APPROVAL.

| SO AR /

NN SIS SEES N
RGN A o R R R R NRRLERIR
A A SEESNENANA L /1 , A AR AR I I A

CRIPPLE WALL BRACING WITH PLYWOOD
ON EXTERIOR FACE OF CRIPPLE STUDS



