
Creating Public Streets and Connections 
Summary of changes – 9/11/20 
 

Formatting 

• Consolidated from more than 25 tables to seven tables to increase clarity and reduce repetition.  

Substantive 

• Tables identify right-of-way requirements when stormwater management is required (typically 
up to 4’ additional per side). 

• New Sidewalk Corridors section illustrates how sidewalk is to be configured, consistent with 
Pedestrian Design Guide. Images also illustrate how sidewalk corridor configuration typically 
changes when stormwater management is required. 

• New graphic complements Partial Width Streets table to illustrate typical required elements 
when building a ‘half’ street improvement. 

• Updated Pedestrian Connections table, consistent with City Code, which references providing 
bicycle/pedestrian connections. Total right-of-way remained the same for several zoning 
categories. Other categories that formerly referenced a range were updated to a specific width 
at the low end of the range. 

• Added notes to clarify the tables identify a standard, as well as how requirements may be 
reduced due to the unique characteristics of a site subject to approval by the City Engineer. 
Avoids confusion where some applicants thought tables were a menu they could choose from. 

• Eliminated some references to case by case. 
• Added the word ‘Permanent’ before Dead-End Street in Table 1, along with a definition in the 

Terms section, to distinguish from roads that are intended to continue in the future to meet 
connectivity goals. 

Updated sections 

• The introduction was re-written. Other sections were updated to replace out of date references, 
including the documents summary, terms, and administrative review process.  

• Updated ‘other technical information’ section to include guidance on streets in the Central 
(Residential, Commercial and Employment) zones and industrial zones. The former do not have 
sufficient driveways to allow them to serve as cueing streets while industrial streets typically 
have wider travel and parking lanes. A motor vehicle lane widths table describes how lane 
widths vary based on transit, freight and other classifications. 
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