
Rain Barrels
How to install and maintain

What is a rain barrel?
A rain barrel is a simple rainwater collector that captures, 
stores, or conveys a portion of the runoff from a roof 
downspout. Rain barrels come in a wide variety of 
materials, designs, and colors. 

This booklet contains information and guidelines for 
installing a rain barrel for non-potable, outdoor uses 
around your home such as drip irrigation. Common sizes 
are 55 gallons and 90 gallons. They are usually installed on 
the ground next to buildings. 

A rain barrel is not a stormwater disposal method, but is a 
way to capture a small fraction of the rainwater that flows 
off your roof. The rest of the runoff will still need to go to a 
safe and approved stormwater discharge location.

Portland gets an average 
of 37 inches of rain a year.  

Rain that runs off your 
roof can flow into a 

sewer pipe, stream, or 
groundwater. Why not put 

it to another use? A rain 
barrel can capture some 

of that rainfall for later use 
on your property. 
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1. Observe your site
To determine if a rain barrel is right for your 
property, start by identifying your site’s 
drainage conditions. Answer the questions 
below as you walk around your property.

Where does the runoff from  
your roof go?
Sketch a site plan. You can print an aerial 
view of your property from PortlandMaps.
com as a starting point. Mark the locations 
of downspouts and roof lines, estimate the 
square footage of your roof and paved areas, 
and map where all these areas drain.

Where would you like to locate 
your rain barrel?
Install your rain barrel based on where you 
will use the water in your yard. Keep in mind 
that it may be possible to rehang the gutter 
and move the downspout to a more desirable 
location. The rain barrel must be located at the base 
of one of the downspouts that drains your roof 
gutter. This is the downspout you will work with. 

Do not place the rain barrel too close to a window, 
where it could overflow or seep into your house or 
other structure. Consider placing your rain barrels on 
an out building such as a garage, shed, covered area 
or patio awning to reduce the risk water overflowing 
or leaking into your basement.

Where does that downspout  
currently drain?
The downspout you will divert to your rain barrel 
probably drains into a standpipe or to your yard. 
This is the stormwater discharge point and is the 
same location where the rain barrel should overflow 
to. If you wish to change your stormwater discharge 
point, please refer to next section on planning your 
rain barrel. 

downspouts 

Example site plan. Locate existing downspouts.

When deciding on 
a location for your 
rain barrel, consider 
an out building such 
as a garage, shed, or 
covered patio area. 
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http://PortlandMaps.com
http://PortlandMaps.com
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2. Plan your rain barrel
Collecting rainwater for residential, outdoor, non-
potable uses such as irrigation does not require a city 
permit. However, be sure to follow these important 
design guidelines.

Overflow
All rainwater collection systems must be able to 
overflow to a safe disposal location. The average 
residential roof generates about 30,000 gallons of 
rainfall runoff every year, and an average 55 gallon 
rain barrel can capture only a fraction. Even with 
multiple rain barrels, you must have a safe discharge 
location for overflow.

If your rain barrel overflows into the standpipe, be 
sure the overflow pipe is attached and sealed to the 
standpipe opening.

If the downspout to be connected to your rain 
barrel currently drains to your landscape where 
water can slowly soak into the ground, be sure you 
are following the guidelines in our Downspout 
Disconnection or Rain Gardens how-to guides. 

If the downspout currently drains to a standpipe and 
you wish to change your overflow to a place in your 
in your yard where water can slowly soak into the 
ground, you must meet the safety guidelines detailed 
in the Downspout Disconnection how-to guide. Find 
links to other how-to guides in the resources section 
at the back of this booklet.

Safety considerations
• Your rain barrel must be secured on a firm, level 

surface. A full 55-gallon rain barrel weighs over 
400 lbs, and tipping is a risk if it’s unsecured or on 
uneven ground.

• The barrel must be structurally sound and should 
be a food-grade container made to hold liquid. 
Containers such as trash cans are not designed to 
withstand the pressure of the water.

• The barrel must have a lid and all openings must 
have a sturdy, fine mesh covering to prevent 
mosquitoes and debris from getting inside.

• The water from the rain barrel should never be used 
for drinking, cooking, or other potable uses.

• Your rain barrel must be able to overflow to a safe 
discharge point.

• If you use a moss-control product on your roof, be 
sure to use a product that is garden-safe.

Larger or more complex systems  
require permits
More complex rainwater collection systems or ones 
designed to use rainwater for indoor use will require 
permits for plumbing, electrical, or excavation work. 
For more about residential or commercial rainwater 
re-use and potential permit requirements, contact the 
Bureau of Development Services at 503-823-7300.

The Oregon Smart Guide to Rainwater Harvesting, 
published by the State of Oregon’s Building Codes 
Division, is a great resource for anyone interested in 
rainwater harvesting. Find the link in the resources 
section at the back of this booklet.

Collected rainwater can be use for residential, outdoor, 
non-potable uses like for watering plants. 

http://portland.gov/bes/downspout-disconnect
http://portland.gov/bes/downspout-disconnect
http://portland.gov/bes/rain-gardens
http://portland.gov/bes/downspout-disconnect
http://www.oregon.gov/bcd/documents/brochures/3660.pdf
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3. Construction
Many nurseries and yard supply stores sell fully 
assembled rain barrels, but you can get an 
unmodified barrel and convert it into a rain barrel 
yourself. Assemble your tools and supplies, then 
follow the construction steps illustrated below.

Tools 
To build your own rain barrel, you will need:

• Drill
• Inch hole saw for overflow pipe
• One-inch spade bit for spigot
• Tin snips or heavy-duty scissors for cutting screen
• Adjustable wrench
• Utility knife
• Safety glasses

To disconnect  
your 
downspout,  
you will need:

• Hacksaw
• Drill
• Tape measure
• Screwdriver or nut driver
• Pliers or crimpers

Materials
The following items can be found at most plumbing 
or hardware stores: 

• One 55- to 90-gallon food-grade plastic barrel 
Find these online or at local restaurant suppliers, 
nurseries, or gardening supply stores.

• Hose spigot with 3/4-inch threaded inlet and  
3/4-inch male hose end

• Two 3/4-inch galvanized locknuts to secure spigot 
from the inside of the barrel

• Four 1-inch (opening) washers to provide rigid 
surface to fasten hose bib

• Teflon tape
• Silicon adhesive or outdoor caulking
• Two 8-inch x 8-inch x 12-inch concrete  

or wooden blocks
• Window screen mesh (enough to cover the  

barrel opening)
• Downspout elbow to route the downspout  

to the barrel
• Clincher strap (attaches downspout and  

barrel to house)
• Small pieces of wood blocking to use behind 

clincher strap (if necessary)
• Any additional materials necessary for the overflow 

location
• 1/4-inch #6 sheet metal screws for downspout
• 3/4-inch screws for clincher strap
• 2-inch overflow pipe fittings

Construction in six easy steps

Step 1: Inlet 
Create an opening with fine screening through which 
the rain barrel will collect water from the downspout 
elbow. This can be a single screened opening large 
enough to accommodate the downspout elbow (as 
shown in the photo), or a series of smaller screened 
openings directly in the top of the barrel.
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Step 2: Overflow
Drill a hole near the 
top of the barrel to 
fit an overflow pipe 
that is at least 2 
inches in diameter. 
If the overflow pipe 
elbow seals and 
seats securely, it can 
be threaded directly 
into the barrel opening. If not, it should be secured 
with washers on both sides of the barrel and a nut 
on the inside. Use Teflon tape around the threads 
and a bead of silicon caulking around the opening to 
ensure a tight seal.

Step 3: Foundation
Create a raised, 
stable, level base 
(like concrete 
blocks) for the rain 
barrel to sit on. Test 
stability by filling 
the rain barrel 
with water before 
attaching to your 
structure. A full 
rain barrel is very 
heavy and tipping is a risk if it’s unsecured or on an 
uneven surface. Be sure to set the barrel away from 
the foundation to prevent seepage into a building or 
crawl space.

Step 4: Downspout
Cut the downspout 
with a hacksaw so that 
the elbow will sit just 
above the rain barrel 
inlet. Attach the elbow 
over the downspout 
with a screw and secure 
the downspout to the 
house with the strap.

Step 5: Attach Barrel
Set up the barrel 
beneath the elbow and 
secure the barrel to the 
house with a strap. Cut 
and attach the overflow 
pipe to the overflow 
elbow and direct to 
the existing discharge 
location.

Step 6: Outlet
Drill a hole near the 
bottom of the empty 
barrel to attach the drain 
spigot. If the spigot seals 
and seats securely, it can 
be threaded directly into 
the barrel opening. If 
not, it should be secured 
with washers on both 
sides of the barrel and 
a nut on the inside. Use 
Teflon tape around the 
threads and a bead of 
silicon caulking around 
the opening to ensure a 
tight seal.

Your new rain 
barrel is ready  
for use
After a rainfall, fill a 
watering can using the 
bottom spigot or attach 
a hose to use the water 
where it’s needed.

Construction in six easy steps (continued)



4. Maintenance
Proper maintenance of your stormwater system – 
rain barrel gutters, downspouts, and landscaping  
can prevent problems.

• Clean your gutters at least twice a year or more 
often 
if you have trees.

• Make sure the gutters are tilted to direct water to 
downspouts.

• Fix low spots or sagging areas along the gutter with 
spikes or place new hangers, as needed.

• Make sure roof flashing directs water into the 
gutter.

• Make sure all parts are securely fastened together 
and that there are no kinks in your pipes. 

• Make sure the rain barrel is securely fastened to the 
building.

• Clean out the rain barrel and check for leaks at least 
once a year. Check and clear downspout elbows, 
rain barrel screening, and the barrel’s overflow to 
prevent clogging. Caulk any gutter, downspout, 
barrel, and overflow leaks and holes.

• Make sure the rain barrel remains securely screened 
to prevent mosquitos from entering.

• If the barrel overflows to a surface infiltration 
location in your yard – a landscaped area where the 
water can slowly soak into the ground – monitor 
the overflow area and regrade soil if necessary 
to make sure water drains away from structures 
and does not flow onto pavement, sidewalks, or 
neighboring properties.

• Drain rain barrels when freezing weather is 
anticipated. Frozen water will expand and possibly 
crack barrels and connecting parts.

A properly installed and maintained rain barrel 
could be an excellent source for an emergency water 
supply. Replenish your rain barrel with water from 
your garden hose during the dry summer months 
to keep your emergency supply ready for any 
unexpected event.

5. Resources
Clean River Rewards
Clean River Rewards is Portland’s stormwater 
discount program. When you contain the rain safely 
on your property, you can save money with an 
ongoing discount on your city utility bill.  
Go to www.CleanRiverRewards.com or call  
503-823-1371 to register or for more information.

Other how-to guides
Find all of Environmental Services’  how-to guides at 
portland.gov/bes including:
• How to Manage Stormwater  

with Downspout Disconnection 
portland.gov/bes/downspout-disconnect

• How to Manage Stormwater with Rain Gardens 
portland.gov/bes/rain-gardens

• How to Install and Maintain a Rain Barrel 
portland.gov/bes/rain-barrels

Additional resources
Call Before You Dig – 811 
Call 8-1-1 or online: www.callbeforeyoudig.org/oregon

City of Portland 2020 Stormwater  
Management Manual 
portland.gov/bes/swmm

Bureau of Environmental Services 
portland.gov/bes

Environmental Services Private Property 
Drainage Inquiries, 503-823-5858 
drainage.inquiries@portlandoregon.gov

Bureau of Development Services 
portland.gov/bds

Bureau of Planning and Sustainability 
portland.gov/bps

City of Portland Research and Records 
503-823-7660 

State of Oregon Building Codes Division  
Oregon Smart Guide for Rainwater Harvesting 
www.oregon.gov/bcd/documents/brochures/ 
3660.pdf

The City of Portland Bureau of Environmental Services is committed to providing meaningful access. To request translation, interpretation, 
modifications, accommodations, or other auxiliary aids, please call 503-823-7740 or Oregon Relay Service 711.
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