
(COMBINATION CURB AND GUTTER)

CURB KNOCKOUT FOR DRIVEWAY

9"

1
1
" 

M
IN

6
"

DRAWING
PER APPROVED STANDARD
POUR NEW DRIVEWAY SLAB 

CONSTRUCT 1" LIP

VERTICAL BREAK
2" SAWCUT AND

CURB & GUTTER
COMBINATION
EXISTING 

SECTION ONLY
REMOVE EXISTING CURB

12"

18"

6
"

1
6
"

BOTTOM OF CURB

GUTTER LINE

TOP OF CURB

CURB ENDING

EXPANSION JOINT (FULL DEPTH)

4
"

Standard Drawing Title

Standard Drawing No.

P
l
o
t
 
D

a
t
e
:

1
0
/2

1
/2

0
2
2

F
il

e
n
a
m

e
:

U
:\

u
s
ta

ti
o

n
\D

G
N

\C
IT

Y
 O

F
 P

O
R

T
L

A
N

D
 -

 S
T

A
N

D
A

R
D

 D
R

A
W

IN
G

S
\S

E
C

T
IO

N
 D

IV
IS

IO
N

S
\3

-S
T

R
E

E
T

S
\M

IC
R

O
S

T
A

T
IO

N
\S

T
D

 D
R

A
W

IN
G

 N
O

 P
-5

4
4

\P
L

O
T

_
S

H
T

_
P

-5
4

4
.d

g
n

7
:4

9
:0

5
 A

M

responsibility of the user.

practices, is the sole

engineering principles and

with generally accepted

designed in accordance

Standard Drawing, while

The selection and use of this

Standard Construction Specifications.

in accordance with the City of Portland

All material and workmanship shall be

Note:
Effective Date:

Calc. Book No.:

City Engineer

Std. Drg. Report Date:

TAPER NOT REQUIRED AT TERMINUS

GUTTER PANS OF DIFFERENT WIDTHS
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CURB AND GUTTER TRANSITION DETAIL

 

 

G
U
TT

ER 
W
ID

TH
 1

W
ID

TH
 2

G
U
TT

ER

S
C

A
L

E
: 

 1
"
 =

 1
'-

0
"

P-544

DETAILS
MISCELLANEOUS CURB

N/A

05/18/2022

03/17/2022

DocuSign Envelope ID: CFD7F9AD-9E48-4800-8B0B-951B7D22AFD6




